


  

APLICARE 

Fully synthetic engine oil specifically designed for latest EURO 5 & 6 generations of IVECO Daily engines. This 
low SAPS fuel efficient formulation protects the particulate filter and significantly reduces fuel consumption. 

SPECIFICAŢII 

SAE 0W-30, ACEA C2,  
IVECO 18-1811 CLASSE SC1 LV, CONTRACTUAL TECHNICAL REFERENCE N°.I842.A14.,  
FPT STANDARD FPI9 LUBR002 CATERGORY SC1 LV  

DESCRIEREA TESTULUI 

DESCRIEREA TESTULUI METODĂ UNITATE VALOARE TIPICĂ
ASPECT -- -- C & B

DENSITATE 15°C ASTM D 4052 g/cm³ 0.845

VISCOSITA' @ 100°C ASTM D 445 cSt 10.3

INDICE DE VÂSCOZITATE ASTM D 2270 -- 170

T.B.N. (t-Butil Nitrit) ASTM D 2896 mg KOH/g 7.5

PUNCT DE INFLAMABILITATE CI. O. C. ASTM D 92 °C >200

TEMPERATURĂ DE CONGELARE ASTM D 97 °C <-40

Toate datele tehnice au numai rol de referinţă. 
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CARACTERISTICI TEHNICECARACTERISTICI TEHNICECARACTERISTICI TEHNICECARACTERISTICI TEHNICE
URANIA DAILY FE 0W30URANIA DAILY FE 0W30URANIA DAILY FE 0W30URANIA DAILY FE 0W30

CODUL PRODUSULUI: 1365CODUL PRODUSULUI: 1365CODUL PRODUSULUI: 1365CODUL PRODUSULUI: 1365


